19980716.ba v02_n130.bam.980716 v02_n131.bam.980716

>From ???@??? Fri Jul 17 03:19:18 1998
Message-Id: <199807161445.JAA23995@sco.theporch.com>
Date: Thu, 16 Jul 1998 09:44:52 CDT
Subject: BOATANCHORS digest 2130

			    BOATANCHORS Digest 2130

Topics covered in this issue include:

  1) Mil manual help or info needed
	by Phil Mills <pmills@a.crl.com>
  2) Need SG8 schematic
	by ail0@lehigh.edu (ARTHUR I. LARKY)
  3) WTD: Schematic for Eico 717 Keyer
	by "Don Buska" <d.buska@aaiate.com>
  4) dc on Filaments/Heaters and Ambient Hum
	by "Richard" <rbrunner@gis.net>
  5) SCR522 Mods
	by Jerry Proc <jproc@idirect.com>
  6) Re: dc on Filaments/Heaters and Ambient Hum
	by Ed Tanton <n4xy@att.net>
  7) Re: BETRAYAL IN BA LAND- A Cautionary Tale
	by "Arden Allen" <gumbear@pacbell.net>
  8) National RCD restoration, part 8
	by "Lawrence R. Ware" <lrware@pipeline.com>
  9) Allied catalog
	by "Robert Nickels" <ranickel@mwci.net>
 10) Re: Frank's '47 Mazda?
	by "Steve" <scb@mail.internettport.net>
 11) Re: HQ129X overloaded AGC
	by "Steve" <scb@mail.internettport.net>
 12) Re: BETRAYAL IN BA LAND- A Cautionary Tale
	by Ed Tanton <n4xy@att.net>
 13) BA OTs were all modular
	by MNHopkins@aol.com
 14) WTB:junker R4-C
	by "Claudio Marchesini" <cmar@datamat.it>
 15) HRO Coils WTB
	by Sandy Gerli <angerli@connix.com>
 16) BA OTs were all modular
	by Tom Norris <badger@telalink.net>
 17) WTB:  Globe Scout, RME 4350A, Heath VF-1 and Heath QF-1
	by Pete Smith <n4zr@contesting.com>
 18) : Re: BETRAYAL IN BA LAND- A Cautionary Tale       
	by Mohammad Ali <mali1@lincoln.ecn.ou.edu>
 19) Thanks for Eico 717 Help
	by "Don Buska" <d.buska@aaiate.com>
 20) Re: Thanks for Eico 717 Help
	by ke8rn@juno.com
 21) revenge , betrayal, etc.
	by "Katz, Gene S" <gene.s.katz@lmco.com>

----------------------------------------------------------------------
Message-Id: <3.0.1.32.19980715193310.0068b360@a.crl.com>
Date: Wed, 15 Jul 1998 19:33:10 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Phil Mills <pmills@a.crl.com>
Subject: Mil manual help or info needed
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I have 2 military units I need manuals or information on.

1.  KY-45/FRT-5 frequency shift keyer.  This is a rack mount unit made for
the Navy by Collins.  It appears to use an external power supply and possibly
some kind of external oscillator.  I'm not sure I'll ever figure out how
to use it without a manual.

2.  CV-89A-URA-8A frequency shift converter.  Again a rack mount unit with
small scope, etc.  I think I can figure this one out fairly easily but would
still like a manual if I can locate one.

Thanks to all of you who helped identify my mil teletype as a Model 15.
Sooner
or later, I'm going to have all of this stuff actually working! :->

thanks & 73,
Phil

Phil Mills	AB5TH
pmills@a.crl.com
Friendswood, TX

------------------------------
Message-Id: <199807160119.VAA44586@ns3-1.CC.Lehigh.EDU>
Date: Wed, 15 Jul 1998 21:19:45 EDT
From: ail0@lehigh.edu (ARTHUR I. LARKY)
Subject: Need SG8 schematic
To: Old Tube Radios <boatanchors@theporch.com>

I have a Heathkit SG8 (I think) RF Signal Generator for which I would like a
schematic.  If the schematic does not have parts values, I would like the part
value list also.  It only has 2 tubes (12AU7 and 6C4) so I'm not desperate,
but it would be nice to have a schematic.
Usual courtesies apply.
Thanks
  Art K3HBA





  

------------------------------
From: "Don Buska" <d.buska@aaiate.com>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Wed, 15 Jul 1998 21:47:50 -0500
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit
Subject: WTD: Schematic for Eico 717 Keyer
Message-Id: <98Jul15.205629cdt.33153@gateway.aaiate.com>

Picked up this Eico 717 Keyer at the last swapfest.  The seller was very 
honest and had a sign on it saying it only send dits and no dahs, hi.  
Funny thing is it sat there for several hour.  I ended up dealing it 
down to $7 (he wanted $10)!  Nice old vacuum tube keyer in the 
Hallicrafter HA-1 (TO Keyer) vain.  The darn thing is in very nice 
condition also.  Probably just needs a few caps replaced.  Seller said 
all the tubes check AOK.

So I'd like to open it up and get those dahs-a-dahing.  Can someone send 
me a schematic via fax or email.  Should be a one nighter project, I 
hope!

73 es thanks

Don N9OO

   
********************************************************************
**                                                                **
**  Don Buska N9OO (EN62bo)            Principal Engineer         **
**  4805 64th Ave. Kenosha, WI 53144   Advantest America Inc.     **
**  (414)654-0072                      (847)821-3393              **
**  d.buska@aaiate.com             fax (847)634-2872              **
**                                                                **
**           ----------------  Wants ------------------           **
**   ARRL-LM |  James Millen Equipment                |   CSVHFS  **
**   AWA     |  Transmitters by Thordarson, Stancor,  |   NTMS    **
**   AMI     |  UTC and other transformer companies.  |           **
**   CCA     |  Receiver: National NC-101XA w/speaker |           **
**   QCWA    |  Magazines: 73 Mag's from 1960/61      |           **
**                                                                **
**        Home of the ER Index at http://www.qsl.net/n9oo         **
********************************************************************

------------------------------
Message-Id: <199807160344.XAA01004@home.gis.net>
From: "Richard" <rbrunner@gis.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: dc on Filaments/Heaters and Ambient Hum
Date: Tue, 14 Jul 1998 20:34:11 -0400
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Yes, regulated dc on filaments & heaters has much to recommend it for hum
abatement and stability, especially for oscillators.

One source of hum in low-level stages appears to be emission from the
heater to the cathode, essentially cathode-modulating the stage,
introducing hum.  If you isolate the heater circuit from ground and attach
it to a high-impedance voltage divider across the B+, placing the heater
circuit at perhaps +20 volts, well above the cathode bias, there can be no
emission from the heater to the cathode and hum will be dramatically
reduced.  I used this technique on an SW-3 with dramatic results.  In fact,
it was quieter than dc because non-linear elements like rectifiers and
regulators will rectify RF currents, also causing intermodulation.  This
technique has also been used in older high-end Hi-Fi amplifiers.

Another source of hum is direct magnetic pickup by interstage and output
transformers from the power transformer and filter chokes.  Note that we
have been living with this problem for 60 years!  The old-timers believed
the proper place for the power supply is at least 3 feet from the receiver.

Richard Brunner, AA1P, rbrunner@gis.net
 

------------------------------
Message-ID: <35AD6B9E.42A7A38@idirect.com>
Date: Wed, 15 Jul 1998 22:55:26 -0400
From: Jerry Proc <jproc@idirect.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: SCR522 Mods
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Dear BA'ers,

Thanks to Andre Guibert of this group, I have compiled all of the
official modifications applicable to the SCR522 VHF radio. They have
been posted to the BA Archives under file name:

scr522.mods.txt


--

Regards,
Jerry Proc VE3FAB   jproc@idirect.com
Web:      www3.sympatico.ca/hrc/haida
HMCS HAIDA Naval Museum, Toronto Ontario



------------------------------
Message-Id: <3.0.5.32.19980716001427.00c869e0@postoffice.worldnet.att.net>
Date: Thu, 16 Jul 1998 00:14:27 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Tanton <n4xy@att.net>
Subject: Re: dc on Filaments/Heaters and Ambient Hum
Cc: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

And the Old Timers were right!!!

///snip
>have been living with this problem for 60 years!  The old-timers believed
>the proper place for the power supply is at least 3 feet from the receiver.
>
>Richard Brunner, AA1P, rbrunner@gis.net
> 
>
>
73    
__________________________________________________________
Ed Tanton   N4XY		                      EMAIL: n4xy@att.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
INTERESTS:   QRP     BoatAnchors   Test Equipment     Photography
CW: 99.9%             Mercury Paddle # 0214          QRP to 150W: 95%
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------
Message-Id: <199807160426.VAA11268@mail-gw2.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: BETRAYAL IN BA LAND- A Cautionary Tale
Date: Wed, 15 Jul 1998 21:28:14 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

High Ed and throng;

> Are they in any way thieves or charlatans? Absolutely not; and you are
> mistaken to associate their attitude towards saving their money with an
> attitude approving and participating in theft, dishonesty, and deception.

I think I would use the term *money grubber*, someone who is obsessed with
gaining profit through strenuous bargaining to the point of annoying the
person they are trying to trade with.  Yeah, we run into them, but there
are many more cheerful souls who can take a loss or less than market sale
price and remain sanguine.  Thieves? Yes, less evident at swaps fortunately
but we must learn to expect an occasional loss from them too.  Watch your
stuff but don't become sublimely indifferent if you don't have problems,
you could be next.  It was too bad that something of (possibly) personal
and sentimental value was lost in Dave's case, that is where the real pain
is.  A truly civil person cares about the feelings of his fellows.  Dave
was taken unfair advantage of, and *that* is my the definition of a crime. 
Just remember though, who is in charge of revenge.  73.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <3.0.5.32.19980715232319.00896bb0@pop.pipeline.com>
Date: Wed, 15 Jul 1998 23:23:19 +0000
To: Old Tube Radios <boatanchors@theporch.com>
From: "Lawrence R. Ware" <lrware@pipeline.com>
Subject: National RCD restoration, part 8
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Good evening folks!

>From our last episode:
Magic eye follies.
-or-
What to do when your factory manual lies....

In todays installment of our ongoing serial epic: :-)
IF alinement in radios with crystal filters,
-or-
When the rock, rocks!

The type RCD has a very standard (for its era) Lamb type crystal
filter between the mixer, (1st detector for you traditionalists)
and the first IF amplifier. Another IF amp stage then feeds a
simple 6C5 based detector circuit.

I don't really follow the book when doing this procedure with my
old National for a couple of simple reasons:
1) I have lots of far more modern test equipment than the factory
had in 1937, -and-
2) When the radio is a complete rebuild, (like this one) the book
procedure doesn't work anyway. :-)

What I do is:

Attach a signal gen. (via a .1 uF cap and 100k resistor) to the
control grid of the mixer tube, and connect a scope with a 10X
probe to the plate of the 1st IF amp tube. 
The .1uF is for DC blocking back into my sig gen, and the 100k
resistor to reduce loading by the 50 ohm sig gen output.
The sig gen is connected to a counter, set to about 455 KC, then
adjusted for about .1V PP out. The 10X scope probe along with
connecting to the *plate* of the 1st IF amp, reduces circuit
loading by the scope. The crystal filter is set to bypass, or
widest mode at first and I adjust the scope and gen level until I can see the test signal. 
Once I'm ready, the crystal filter is reset to narrow mode and I
carefully adjust the sig gen frequency to find to crystal
resonant point. This is usually really close to 455 KC, in this
radio (which the book says has a 456K IF chain) I found it at
about 455.73.... 

Once you have your particular crystal you don't change your sig gen
freq. setting again. I like to use an old HP 606 for this because
once mine has warmed up it is very stable and drifts only about
5 cycles an hour. 

The resonant point of your particular crystal is where you want
to set up your whole IF chain for best results.

Still using the scope I jump to the plate of the 2nd IF amp and
rough trim each of the adjusters in the IF cans. Then the control
grid of the 6C5 detector is used as the scope probe point 
to rough in the last IF transformer.
You should see sizable gain in each stage, enough that you have 
to turn down the sig gen constantly as you work your way to the
audio circuits.

The scope is then disconnected and I connect an old HP 400H
AC meter across the speaker leads.
Turn on the 400 Hz modulation in the sig gen and adjust to about
30%. Now I go back with a non metallic tool and retrim all of the
IF chain adjustments for max output on the 400H meter. This is
more accurate than your ear and helps get the most gain out of the
IF chain. Usually you have had to reduce the RF output of the sig
gen several times by now, and you should be getting a fair signal
from only a microvolt or two of input.

At this point you have both the crystal filter and the complete IF
chain tweaked and it should be plenty hot. Any tank circuit
without a big peak in it has problems. Later you may wish to
stagger tune these just a bit if your into HI-FI SWBC to improve
the bandwidth at a small loss of IF gain. in a communications radio
like the RCD, this is not usually done. 

The IF transformers in most old Nationals are at critical coupling
so you don't have to worry much about shape if they are working
properly.

If you want to play around with a sweep gen at this point feel free.
I've never needed one except to help hunt bad IF cans which
usually show themselves with a symptom of very low Q as you try
to peak them. In radios with adjustable coupling this can be a
useful tool, but since the IF transformer coupling in most National
coil catacomb rigs is fixed, it is not usually something you need
to worry about in these radios.

OK, in our next episode: RF alinement issues....
Stay tuned!
-Larry


# Larry Ware
# Admirer, Collector, Restorer of National Radio Company
# receivers and other artifacts.
# Orlando, Florida
# lrware@pipeline.com

------------------------------
Message-ID: <031001bdb073$df21bde0$3c8a3ece@default>
From: "Robert Nickels" <ranickel@mwci.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Allied catalog
Date: Wed, 15 Jul 1998 23:40:30 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi All,

Well, since no one seems to be up on their Harvey Wells receivers, let me
try a different question:

I picked up a 1952 Allied catalog last weekend.  Not too unusual, execpt
this one was hardbound.   The name of the original recipient is marked on
the front.   I've never seen one like this, but a friend suggested it may
have belonged to a store employee.

Any thoughts on this?

73, Bob W9RAN

------------------------------
Message-Id: <199807160454.XAA29107@loki.internettport.net>
From: "Steve" <scb@mail.internettport.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Wed, 15 Jul 1998 23:40:42 +0000
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: Re: Frank's '47 Mazda?
CC: boatanchors@theporch.com

"But what, pray tell, is a Mazda lamp, as opposed to one I get from 
the pantry?"


Hi there;
 I may be shooting my own hat due to my flaky memory here,
but I seem to recall that MAZDA was a trade name for a line of light
bulbs partially refilled with a gas during manufacturing to
discourage clouding of the interior of the bulb. I believe this is
generally done now. They possibly had an advantageous constant
current characteristic and were thus specified for electronic
application. 

 Steve

------------------------------
Message-Id: <199807160505.AAA29294@loki.internettport.net>
From: "Steve" <scb@mail.internettport.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Wed, 15 Jul 1998 23:51:40 +0000
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: Re: HQ129X overloaded AGC
CC: boatanchors@theporch.com

"  Overload in my HQ129X,s AGC has been a common occurrence."
 

Hi There;
 
 1-Gassy/ defective RF/ IF tube(s)
 2- Bad/ weak AGC detector
 3- Leaky AGG line filter/ bypass(es). Most likely. Replace them all
 w/ plastic film caps anyway & be done w/ that.
 4- Defective resistors in AGC network. Measure & replace duds.

Good Luck;  Steve

------------------------------
Message-Id: <3.0.5.32.19980716024206.00bc41e0@postoffice.worldnet.att.net>
Date: Thu, 16 Jul 1998 02:42:06 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Tanton <n4xy@att.net>
Subject: Re: BETRAYAL IN BA LAND- A Cautionary Tale
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi Arden... I was differentiating the "cheap" guys from the deceitful ones.
The reason I wrote that little treatise was that Dave lumped them together,
totally, and I do not believe they should be. Most of the spendthrifts are
as honest as anyone could ask for, and being cheap does not make them
thieves... the lack of honour decides that.


73    
__________________________________________________________
Ed Tanton   N4XY		                      EMAIL: n4xy@att.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
INTERESTS:   QRP     BoatAnchors   Test Equipment     Photography
CW: 99.9%             Mercury Paddle # 0214          QRP to 150W: 95%
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------
From: MNHopkins@aol.com
Message-ID: <dfda097.35ade0b7@aol.com>
Date: Thu, 16 Jul 1998 07:15:02 EDT
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: BA OTs were all modular
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

It should not surprize us that a power supply for our RX works better about a
meter away.  The fabled Japanese regen of Haiji Suzuki (spelling?) that heard
over 200 stations used remote p/s and DC on heaters.  Moreover, the oldtimers
used remote everything.

Look at a picture of a '30s station.  Many were in 19 inch racks, but all had
different decks for different functions.  Separate p/s, separate RX, separate
TX (often three pieces), separate VFO.  Over the years the OTs, especially the
AM Phonies, literally built their stations up around themselves.  But what
happened?

Sideband, really, and the attendent, usually illusory perceived need for
mobile capability.  It is a trend that began in '57 with the KWM-1 and
persists today particularly strong in the QRP movement where it is customary
to build "backpacking" size rigs even if you, like many of them, are too fat
to make it up the stairs to the travel agency.

We could say that the transceiver represented a cost saving, but it did not.
They took out the power supply and final matching system and most of the
selectivity and sold them back to you as extras.  It might be that houses got
smaller, too, but I cannot find any reason to believe that.  Maybe it is just
that hams began to  come from poorer or less dedicated follks than the OTs who
built in 19 inch racks to the ceiling.

Was it murder?  Did the transceiver kill off homebrewing and thus get modular
construction in the bargain in the rush to SSB?  I just don't know.  Maybe it
was something as simple as the multi-function 9-pin tube.  But the lessons of
old persist, and if you are building your own RX, do like my old SP-400 and
put the p/s under the bench.  My Six Meter TX is powered by a Korea veteran
Navy RX supply resting in the bottom of the rack.  The 5U4 glows like a beacon
back to the OTs.

73 de ab5L, michael in dallas, student of Tecraft and International (ICM) ham
products and mementoes of Six Meters' Golden Age: 1957-58
Michael Hopkins
Box 226841
Dallas, TX  75222    MNHopkins@AOL.com


------------------------------
From: "Claudio Marchesini" <cmar@datamat.it>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTB:junker R4-C
Date: Thu, 16 Jul 1998 13:18:22 +0200
Message-Id: <01bdb0ab$717aa080$260b020a@cmar.datamat.it>
Mime-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


Looking for junker Drake R4-C or complete dials assembly to restore my
equipment.

Contact at cmar@datamat.it
Thanks
Claudio
BA collector in Italy

------------------------------
Message-ID: <35ADEC5A.ACD9BE06@connix.com>
Date: Thu, 16 Jul 1998 08:04:42 -0400
From: Sandy Gerli <angerli@connix.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: HRO Coils WTB
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello, all,

WTB:  E and F coils for HRO-60. Also looking for Select-O-Ject, too.

73,

--
Sandy Gerli, AC1Y
500 Country Club Road
Avon, CT  06001-2406
(860) 675-5566
E-Mail: angerli@connix.com

Life Member: ARRL, QCWA
Charter Member: Collins Collectors Association

"It is better to remain silent and be thought a fool,
Than to speak up and remove all doubt..." - Mark Twain

------------------------------
Message-Id: <3.0.5.32.19980716072054.00a85430@mail1.telalink.net>
Date: Thu, 16 Jul 1998 07:20:54 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <badger@telalink.net>
Subject: BA OTs were all modular
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Michael Hopkins sez:


>persists today particularly strong in the QRP movement where it is customary
>to build "backpacking" size rigs even if you, like many of them, are too fat
>to make it up the stairs to the travel agency.


Ahem. I am fat, and I like to go weekend QPRing. I guess that is because I
dont have
to go to a travel agent for local camping, and thus don't have to suffer
those darned stairs
that are such a bane to those like myself. heehee :-)


Nope, I'm not trying to start a flame war on BA. Honest. :-)


Tom Norris
KA4RKT
Nashville TN

------------------------------
Message-Id: <3.0.1.32.19980716084120.006e1004@popd.ix.netcom.com>
Date: Thu, 16 Jul 1998 08:41:20 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Pete Smith <n4zr@contesting.com>
Subject: WTB:  Globe Scout, RME 4350A, Heath VF-1 and Heath QF-1
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I'm looking to recreate my first real station, from 1956 (no, I don't want
another Heath AT-1, but that's another story).  Does anyone have
cosmetically good and operating examples of these units they'd be willing
to part with?

Incidentally, I'm pretty sure QF-1 is the right number, but what I'm
looking for is the outboard Q-multiplier.

TIA!

73,  Pete Smith N4ZR
In wild, wonderful, fairly rare WEST Virginia

------------------------------
Date: Thu, 16 Jul 1998 08:49:16 -0500 (CDT)
From: Mohammad Ali <mali1@lincoln.ecn.ou.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: : Re: BETRAYAL IN BA LAND- A Cautionary Tale       
Message-ID: <Pine.OSF.3.95.980716084815.30178C-100000@lincoln.ecn.ou.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


>Just remember though, who is in charge of revenge.  73.     

amen to that

mali1@ou.edu
'73

------------------------------
From: "Don Buska" <d.buska@aaiate.com>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Thu, 16 Jul 1998 10:05:31 -0500
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit
Subject: Thanks for Eico 717 Help
Message-Id: <98Jul16.091211cdt.33154@gateway.aaiate.com>

The response to my Eico 717 Schematic request was just great.  Thanks to 
everyone who has responded with manual copy offers, possible problem 
resolutions and to Dave AI7R for having a jpeg version of the schematic 
in my email box this morning.  I will try and dig into the unit tonight 
or tomorrow and see what gives with those dahs....

Again, you just can't beat this BA on-line user community.  

Thanks all es 73

Don N9OO

------------------------------
From: ke8rn@juno.com
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Thu, 16 Jul 1998 10:25:53 -0400
Subject: Re: Thanks for Eico 717 Help
Message-ID: <19980716.102554.12134.2.KE8RN@juno.com>

Don and BA List,

I agree; this group is great!  73.

George KE8RN

On Thu, 16 Jul 1998 10:05:31 -0500 "Don Buska" <d.buska@aaiate.com>
writes:
>The response to my Eico 717 Schematic request was just great.  Thanks 
>to 
>everyone who has responded with manual copy offers, possible problem 
>resolutions and to Dave AI7R for having a jpeg version of the 
>schematic 
>in my email box this morning.  I will try and dig into the unit 
>tonight 
>or tomorrow and see what gives with those dahs....
>
>Again, you just can't beat this BA on-line user community.  
>
>Thanks all es 73
>
>Don N9OO
>
>

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]

------------------------------
Content-return: allowed
Date: Thu, 16 Jul 1998 10:45:10 -0400
From: "Katz, Gene S" <gene.s.katz@lmco.com>
Subject: revenge , betrayal, etc.
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <D977A62BE8F4D111B31E0000F8081AD00C3739@emss04m16.ems.lmco.com>
MIME-version: 1.0
Content-type: multipart/mixed; boundary="---- =_NextPart_000_01BDB0C8.8D705B91"

This message is in MIME format. Since your mail reader does not understand
this format, some or all of this message may not be legible.

------ =_NextPart_000_01BDB0C8.8D705B91
Content-Type: text/plain

I agree with the concept of who owns revenge and vengence, but what is the
difference between a thief who picks up a pocket watch, thus betraying Dave
and his trust, or someone who comes into a BA estate and seriously lowballs
the innocent family out of valuable goodies? Then proceeds to sell them from
his business via ARC and the net, making all sorts of profit from someone's
sad misfortune. Isn't this a theft also? Albeit of a different nature, but
still removing property of a deceased brother ham from the grieving family,
while deliberately misrepresenting the value of said property to the family
equates with Dave's discussion in my book. I feel for Dave and for any
family just described.
Gene KC6BLD
Gene S. Katz 
Senior Member Engineering Staff
Lockheed Martin Government Electronic Systems
Bldg 108-136, PO Box 1027
199 Borton Landing Road
Moorestown, NJ 08057-0927

(609)722-3035 ph
(609)722-2310 fax
gene.s.katz@lmco.com

------ =_NextPart_000_01BDB0C8.8D705B91
Content-Type: application/ms-tnef
Content-Transfer-Encoding: base64
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------ =_NextPart_000_01BDB0C8.8D705B91--

------------------------------

End of BOATANCHORS Digest 2130
******************************


>From ???@??? Fri Jul 17 03:19:43 1998
Message-Id: <199807162144.QAA03929@sco.theporch.com>
Date: Thu, 16 Jul 1998 16:44:13 CDT
Subject: BOATANCHORS digest 2131

			    BOATANCHORS Digest 2131

Topics covered in this issue include:

  1) G-66B PARTS RADIO FOR SALE
	by Paul Monroe <pmonroe@inwave.com>
  2) Re: RCD IFs, xtals, & videotapes (nah, variacs)
	by polepeeg@aa4rm.ba-watch.org (BA Marina Electrician)
  3) SP-200 series info
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
  4) The labors of Sisyphus (or, on re-capping)
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
  5) Re: SP-200 series info
	by "P. J. Rovero" <provero@connix.com>
  6) FYI Allied Electronics
	by Robert Lawson <lawson_r@popmail.firn.edu>
  7) ADMINISTRIVIA: Changing Email Addresses
	by listown@jackatak.theporch.com (Mail List Owner)
  8) Fancy Email Features -- BACK TO BASICS!
	by listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists)
  9) Re: RCD IFs, xtals, & videotapes (nah, variac)
	by "Lawrence R. Ware" <lrware@pipeline.com>
 10) friend needs info
	by Jay Coward <jayc@hpcmrd42.sj.hp.com>
 11) Re: FYI Allied Electronics
	by ke8rn@juno.com
 12) Re: BETRAYAL IN BA LAND- A Cautionary Tale 
	by "Tom R. Rice" <tomrice@netcom.com>
 13) How do you pronounce...
	by "Owens, Clarence" <owensc@nebeng.otis.com>
 14) Bringing up an old R-391
	by "Mary Faria" <mfaria@mail.utexas.edu>
 15) Re: How do you pronounce...
	by Bob Roehrig <broehrig@admin.aurora.edu>
 16) Re: Mazda
	by Jderm740@aol.com
 17) Sideband Adapter on HQ-120
	by cswiger <cswiger@wilma.widomaker.com>
 18) FS-BC348-N
	by Tom Lemar <lema@InfoAve.Net>
 19) BAs in San Francisco
	by William Donzelli <william@ans.net>
 20) Hot Rod SCR522
	by Andre Guibert <aguibert@sympatico.ca>
 21) TO-9 Keyer
	by N5CM@aol.com
 22) SP-600-JX-17 HELP PLEASE!
	by John R Bookout K7JB <k7jb@uswest.net>

----------------------------------------------------------------------
Message-ID: <35AE1554.71BBC6D6@inwave.com>
Date: Thu, 16 Jul 1998 09:59:32 -0500
From: Paul Monroe <pmonroe@inwave.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: G-66B PARTS RADIO FOR SALE
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

G-66B PARTS RADIO with 3098 Mobile Pwr supply, cable, and instruction
manual. Radio is missing all tubes and some small parts. PWR supply
appears complete. $45 + shipping from 53545. Send private e-mail for a
more complete description.

Paul, W9MEH

------------------------------
Date: Thu, 16 Jul 1998 11:00:26 -0400
From: polepeeg@aa4rm.ba-watch.org (BA Marina Electrician)
Message-Id: <199807161500.LAA07854@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: RCD IFs, xtals, & videotapes (nah, variacs)

 To: lrware@pipeline.com

Larry:

Good one on the IFs tho I strongly disagree with the prevailing "variac it up
carefully" philosophy espoused b4.

I series a light bulb w. 110AC , pull all tubes, then shoot the juice to it.  
If bulb lights, trouble in xfrmr city & no harm done either way.

Next lift all bleeders above gnd, & apply 400vdc thru 20k ww to B+
AND, yes AND, AVC lines to attempt TWO (2) things:

    - electrolytic (not protestant) reformation (letting B+ rise
      to near design value - at it's, rather than the variac hand's,
      own speed) 
    - immediatly spot leaky bypasses thru b+ series resistors IR 
      (not cough) drops.

Makes BA returns to svc. quick.  Given electrolytics OK & same for
most bypasses (often case for 50s, 60s things), in perhaps 30 min. 
you're ready for a listening session w. Dr. Laura

  M

------------------------------
Message-Id: <3.0.1.32.19980716103110.00967860@vuse.vanderbilt.edu>
Date: Thu, 16 Jul 1998 10:31:10 +0100
To: Old Tube Radios <boatanchors@theporch.com>
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: SP-200 series info
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I have been perusing an original Hammarlund SP-200 manual and have the
following list of specs and prices to offer:

SP-210-X	15-560 meters		Jensen 10" dynamic spkr		$465.00
SP-220-X	15-560 meters		Jensen 12" High Fidelity spkr	 490.00
SP-210-SX	7.5-240 meters	Jensen 10"				 465.00
SP-220-SX	7.5-240 meters	Jensen 12"				 490.00
SP-210-LX	15-2000 meters	Jensen 10"				 465.00
SP-220-LX	15-2000 meters	Jensen 12"				 490.00

PSC-10		Speaker cabinet finished to match receiver		   8.50

Notes:  (1)  All receivers available in rack mount with "R" suffix, e.g.,
SPR-210-X, for an additional $17.50 (e.g., $482.50).
(2)  LX model substitutes 1000-2000 meter band for 60-120 meter band.

Shipping weight 110 lbs (!!!)

As near as I can tell, this document was printed in 1943.  At that time, a
Chevrolet cost less.....

			73		A. B. Bonds

------------------------------
Message-Id: <3.0.1.32.19980716104044.0096c4c0@vuse.vanderbilt.edu>
Date: Thu, 16 Jul 1998 10:40:44 +0100
To: Old Tube Radios <boatanchors@theporch.com>
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: The labors of Sisyphus (or, on re-capping)
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

As I continue to divine the mysteries of the NC240D recently received, I
find that its capacitor complement is not stock.  It did not come with the
usual beeswax  paper caps, but had newer, plastic encapsulated units.  I
thought that perhaps it was a very late production run.  Careful
examination revealed that it had been entirely re-capped, and that the job
was extremely well done.

The problem is that the good intentions of the previous restorer were for
nought.  Every one of the substitutes was a Sprague black plastic with
yellow printing.  EVERY ONE of the substitutes has proven to be bad.  On my
Heath tester, there appears to be a significant power factor one each one,
and the leakage at 150v entirely closes the eye.  Many of them have cracks
in the cases.  My trusty TO-3 (which does not yet have trustworthy
calibration) indicated leakages from 2-15 mA at rated voltages for the few
I checked.  I also found that the 5Y3 was very weak, I wonder why??? ;)

The moral of the story is to assume automatically that if you see plastic
encapsulated C's, they must be replaced.  Always.

			73		A. B. Bonds

------------------------------
Date: Thu, 16 Jul 1998 11:41:28 -0400 (EDT)
From: "P. J. Rovero" <provero@connix.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: SP-200 series info
Message-ID: <Pine.BSI.3.95.980716114004.26227B-100000@comet.connix.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Check out NASA's parametric inflation calculator, you will see
that the SP-200 prices were equivalent to Watkins-Johnson
WJ-1000 and Icom R-9000 prices today.

Cars cost more now, must be all the emission-control and safety stuff...

P. J. "Josh" Rovero         email: provero@connix.com
Oceanographer               work:  rovero@sonalysts.com
Meteorologist               radio: KK1D
Curmudgeon at Large         web:   http://www.connix.com/~provero/

------------------------------
Date: Thu, 16 Jul 1998 10:51:51 -0500
From: Robert Lawson <lawson_r@popmail.firn.edu>
Subject: FYI Allied Electronics
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Message-id: <35AE2197.5F15@popmail.firn.edu>
MIME-version: 1.0
Content-type: text/plain; charset=us-ascii
Content-transfer-encoding: 7bit

Gentlemen/Ladies:

I just got off the phone with Allied Electronics and have the following
to share. I ordered what I thought to have been the correct high voltage
connector parts for my KWS-1 a few months ago ($40.00 plus). I was at
the time ordering/collecting all the parts for my summer project. Well,
the HV connector parts are not the correct ones. I phoned Allied last
week and asked to return them and receive credit on my VISA. I was told
that the supervisor was on vacation and would be back and phone me on
Monday of this week. No phone call, so I phoned today (Thursday). I was
informed it was not Allied's policy to accept such returns. I told the
lady that I still had the original shipping carton, packing, invoices,
and that the parts were still in their original plastic packaging. She
informed me that I could write the corporate offices if I wished to do
so. I will,..... with the letter attached to the box with the parts.

I guess Allied's motto is: "If you order it, use it or lose it." 
Maybe Radio Shack/Tech America are the places to go. They have always
treated me excellently.

Regards, 

Robert W4RL

------------------------------
Message-Id: <199807161615.LAA03297@jackatak.theporch.com>
From: listown@jackatak.theporch.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Changing Email Addresses
Date: Thu, 16 Jul 98 11:15:00 CDT

Gang-

This periodic post is intended to help subscribers whose  email
address has changed, preventing posting or receipt of the list.

If you change ISP (InterNet Service Provider), simply send me an
email advising the change, and I will do my best to implement the
change quickly.

For those unfortunates, whose ISP has made a change without advising
their customers of the potential impact of that change on
subscribers to email lists like the boatanchors, where one must
be a subscriber to post to the list, try to follow along...

Under some circumstances, the changes to your email address are
"transparent" to you, but prevent posting. I get error notification
for these kinds of problems, and I try to work them out. However,
I may miss one, and on this end, the process is anything BUT
automatic.

You have a bigger stick than I do. You and your ISP have the primary
responsibility to repair the problems caused by the change at the
ISP. I have zero leverage with your ISP, and you have great leverage.

Most ISP maintain a customer service department to help with problems
like these. This should be your first line of support for email
problems. I am happy to assist and consult, but try to understand
that when your ISP makes a change to their email handler, and that
change prevents you from posting to the boatanchors list, I can help,
but resolving this problem is your responsibility, working with your
ISP. I am but a volunteer, contributing my time to administer the list.

Thank you for your attention.
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Thu Jul 16 11:15:00 CDT 1998

------------------------------
Message-Id: <199807161624.LAA03344@jackatak.theporch.com>
From: listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Fancy Email Features -- BACK TO BASICS!
Date: Thu, 16 Jul 1998 11:24:44 -0500 (CDT)

Gang-

Several of you have new fancy mailers, and several can not change 
programs because of corporate policies....

There are features, particularly in the new MicroS**t programs that 
allow for detailed delivery reporting...

One of you, who shall remain nameless, has enabled the MicroS**t 
delivery reporting (with <choke> <gag> more sure to follow,) and 
because of how the BaotAnchors list is configured, I am now getting a 
series of VERY obnoxious mailings back that tell me I am backwards for 
not understanding MIME (I do, really) and that the mail was delivered 
to someone@someaddress

Then there is often an HTML repeat (just to keep me calm? ;^) or even 
better, a base64 encoded gem.

PLEASE, gang, FIX these BROKEN MicroS**t pieces of garbage.... learn 
to configure them properly, or I will remove the offending users from 
the list... ENOUGH of this technological "PROGRESS"....

In a nutshell: If you do NOT know what a feature does, do NOT enable 
it!!! Clear? Good. Now turn that stuff off so I can do my job without 
the annoying MicroS**t reports that insult the intelligence of a 
vaccuum itself!
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"

------------------------------
Message-Id: <3.0.5.32.19980716112754.0086fa40@pop.pipeline.com>
Date: Thu, 16 Jul 1998 11:27:54 +0000
To: Old Tube Radios <boatanchors@theporch.com>
From: "Lawrence R. Ware" <lrware@pipeline.com>
Subject: Re: RCD IFs, xtals, & videotapes (nah, variac)
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 11:00 07/16/1998 -0400, BA Marina Electrician wrote:
>Good one on the IFs tho I strongly disagree with the prevailing "variac >it up
>carefully" philosophy espoused b4.
<snip>

Well Marty, it was not meant as an "This is the *only* correct way to
proceed" dialog, only a "This is how *I* did it posting."

All of us make our own decisions about using or not using variacs,
light bulbs, or whatever. And more importantly if we want to go
through the time and effort to locate and replace only those
capacitors currently leaking, or just replace them all with modern
parts. 

I lean strongly towards the later for anything I'm planning to keep
a while. Modern poly caps will last longer than I will..... :-)

>Next lift all bleeders above gnd, & apply 400vdc thru 20k ww to B+
>AND, yes AND, AVC lines to attempt TWO (2) things:
<snip>
By the time you throw testing and the time to reconnect everything
in, I just don't see an advantage over wholesale replacement.

Are you trying for a museum piece? Are you going to wrap the old
wax/paper cap shells around the modern replacements so the under chassis
looks original? Make your own replacement dogbone resistors and
paint the old style color codes on them too? <grin>

Many restorers do go to these kind of lengths for accuracy.
And museum quality work certainly has its place in our hobby.
I just don't do it myself. I restore these old things to often
better than new electrical performance because I use modern parts.

Properly selected modern caps behave a *lot* closer to the textbook
ideals than 50 year old wax/paper or black beauties do. The
reduced size of the parts often allows shorter paths to ground for
bypass parts and closer to ideal performance in the signal path.
Both of which pay small performance dividends where old radios need
it most, (in the high frequency ranges.)

Concerning resistors, modern metal oxide parts are 5% or better.
this helps hold everything in the radio closer to design spec. than
old 10-20% parts that are almost always high anyway.

For any radio I plan to use, wholesale replacement is my
method of choice. Is this the best, or for that matter the *correct*
way to do it? Nope! Just *my* method of choice.
Your voltage may vary... <grin>

-Larry



#
# OK, who stopped payment on my reality check?
#
# lrware@pipeline.com

------------------------------
From: Jay Coward <jayc@hpcmrd42.sj.hp.com>
Message-Id: <9807161648.AA08559@hpcmrd42.sj.hp.com>
Subject: friend needs info
To: Old Tube Radios <boatanchors@theporch.com>
Date: Thu, 16 Jul 98 9:48:03 PDT
Cc: baswaplist@foothill.net

Greetings folks,
 A friend would like to obtain the following,either buy or
borrow,copies or original:
 1. DZ-1,(-2)
 2. AN/URM-25D manual
 3. WRL/GLOBE model TC6A Tech-Ceiver schematic
 4. Dumont type 292 Oscillograph

Please reply to:
                   eb_keller@hp.com

Thanks,
       Jay

------------------------------
From: ke8rn@juno.com
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Thu, 16 Jul 1998 13:22:07 -0400
Subject: Re: FYI Allied Electronics
Message-ID: <19980716.132208.3358.3.KE8RN@juno.com>

Just an note; I've had great luck with Newark / Farnell.  Back orders are
shipped free, and they take Visa / Mastercard.  The Farnell catalog is
particularly interesting, as most of the items are European sourced, and
of very good quality.  73.

George KE8RN

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]

------------------------------
From: "Tom R. Rice" <tomrice@netcom.com>
Message-Id: <199807161725.KAA17914@netcom9.netcom.com>
Subject: Re: BETRAYAL IN BA LAND- A Cautionary Tale 
To: Old Tube Radios <boatanchors@theporch.com>
Date: Thu, 16 Jul 1998 10:25:01 -0700 (PDT)
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit

> totally, and I do not believe they should be. Most of the spendthrifts are
> as honest as anyone could ask for, and being cheap does not make them
> thieves... the lack of honour decides that.
> 
	Remember the once oft-heard phrase "...he was poor, but honest."
	Today, I suspect that more people feel that his poverty
	is a direct result of his honesty!    

	73 de WB6BYH       
-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     

------------------------------
Content-return: allowed
Date: Thu, 16 Jul 1998 14:23:00 -0400
From: "Owens, Clarence" <owensc@nebeng.otis.com>
Subject: How do you pronounce...
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0EW79RP3Q001JF@mailman.otis.com>
MIME-version: 1.0
Content-type: text/plain

Hi All,

I have wondered for many years about the correct pronunciation of the word
"Ignitron".  The large metal controlled rectifier tubes with the *big* pool
of mercury inside.  Thought about buying the one NIB at the Indy hamfest but
was embarrassed to possibly mis-pronounce it...  Not really!  Just didn't
need any mercury or large chunks of graphite last week.  Or probably this
week.  Can you say "EPA Superfund House"?

So, is it with a hard or soft "I" sound for that middle "I"?  Or is it take
your choice?

Thanks and 73,

Clare Owens  N2RJB
owensc@nebeng.otis.com

------------------------------
From: "Mary Faria" <mfaria@mail.utexas.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Bringing up an old R-391
Date: Thu, 16 Jul 1998 13:42:07 -0500
Message-ID: <01bdb0e9$6f4fa100$0e6f5380@default>
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_0006_01BDB0BF.86799900"

This is a multi-part message in MIME format.

------=_NextPart_000_0006_01BDB0BF.86799900
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Gud afternoon Yall the name hr is Dave and I am restoring a Collins =
R-391.  I have got the unit ready to power up.  I need advice on "is =
there anything on the 390 vintage radios I should check b4 applying =
power".  This radio probably has not seen power since 1975 and was =
stored outside for a period.  I have cleaned all modules, fixed all =
coils, and checked for shorts to ground on the tube plates.  Is there =
anything else?  I know I have only one shot and want to do it right.  =
Thanks Dave Faria  WA5TEZ

------=_NextPart_000_0006_01BDB0BF.86799900
Content-Type: text/html;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

<!DOCTYPE HTML PUBLIC "-//W3C//DTD W3 HTML//EN">
<HTML>
<HEAD>

<META content=3Dtext/html;charset=3Diso-8859-1 =
http-equiv=3DContent-Type>
<META content=3D'"MSHTML 4.71.1712.3"' name=3DGENERATOR>
</HEAD>
<BODY bgColor=3D#ffffff>
<DIV><FONT color=3D#000000 size=3D2>Gud afternoon Yall the name hr is =
Dave and I am=20
restoring a Collins R-391.&nbsp; I have got the unit ready to power =
up.&nbsp; I=20
need advice on &quot;is there anything on the 390 vintage radios I =
should check=20
b4 applying power&quot;.&nbsp; This radio probably has not seen power =
since 1975=20
and was stored outside for a period.&nbsp; I have cleaned all modules, =
fixed all=20
coils, and checked for shorts to ground on the tube plates.&nbsp; Is =
there=20
anything else?&nbsp; I know I have only one shot and want to do it =
right.&nbsp;=20
Thanks Dave Faria&nbsp; WA5TEZ</FONT></DIV></BODY></HTML>

------=_NextPart_000_0006_01BDB0BF.86799900--

------------------------------
Date: Thu, 16 Jul 1998 14:26:06 -0500 (CDT)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: How do you pronounce...
Message-ID: <Pine.ULT.3.96.980716142506.17402B-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Thu, 16 Jul 1998, Owens, Clarence wrote:

> I have wondered for many years about the correct pronunciation of the word
> "Ignitron".

Pronounced as in ignite.

                    "Nostalgia is a thing of the past"
        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530

------------------------------
From: Jderm740@aol.com
Message-ID: <72f03cf1.35ae5575@aol.com>
Date: Thu, 16 Jul 1998 15:33:08 EDT
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: Mazda
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

According to Johnny Mercer, Mazda was the back end of a firefly.

Jack

------------------------------
Date: Thu, 16 Jul 1998 16:00:35 -0400 (EDT)
From: cswiger <cswiger@wilma.widomaker.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Sideband Adapter on HQ-120
Message-ID: <Pine.BSF.3.96.980716155721.22191A-100000@wilma.widomaker.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Dear classic communications enthusiasts:

	Well, today finally got time - no, MADE time to spend with
my beloved boatanchors, having got the HQ-120 off the floor last night and
connected to the B&W sideband adapter as before by simply clipping a
lead to the grid cap (input) of the 2nd if tube - a 6S7, and enjoying
all the qso's in a faily quiet 80M band. I like the HQ, the tuning
has a nice 'feel', plus the advantages of the 'slicer' over the BFO 
make it real nice.
	So the objectives this afternoon were to find a *real* IF output
and make it semi-permenant, but not irreversible if I want to remove
it later. I'm not about to drill a hole thru the front panel and mount a
'radio shack' connector! So, got the bottom off, easy, and clip
onto the grid of the next stage - getting 2 stages - and compared
levels - it's definitely a louder signal in the B&W speaker now.
A grommeted hole in the back with some wires for a xtal calibrator
has room to feed some spare coax thru. Was about to solder the coax to
this stage but wondered, what does this attachment do to the original
audio?  Did a few tests and boy, it certainly does bring the signal
down! What to do? I can't have this. Appearently the extra capacity
of the cable interferes with the coupling. Tried an air variable
at the end of the cable and that really kills it.
	While looking at the layout to find the bottom of the detector,
noticed one can is labled 'if output' and sure enough it has a long 
shielded cable coming out, way around the chassis and disappears into
another can. Well, I'm not about to cut that either, but tried a
red wire going into this can and voila! Mucho signal from the sideband
adapter with no loss of signal on the HQ 'S' meter. However it is quite
'hot', about 500Vdc there and while the adapter has a trimmer input,
is not good to bring that much juice out of the chassis. So tried a
.1 and then a .01 disk and they both worked as good as direct so 
finalized everything with the .01 B+ blocker in series.

	Also was a chance to clean up the B&W with a new power cord,
chassis and volume pot cleaning.

	First things heard after getting this setup back together was
W1AW on 40M, quite noisy today, around 1900Z, and a Vietnam memorial
special event station.


	Chuck
	kb4new
	cswiger@widomaker.com

------------------------------
Date: Thu, 16 Jul 1998 16:07:01 -0700
From: Tom Lemar <lema@InfoAve.Net>
Subject: FS-BC348-N
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <35AE8795.36C2@infoave.net>
MIME-version: 1.0
Content-type: text/plain; charset=us-ascii
Content-transfer-encoding: 7bit

Hello everyone

I have a BC348-N for sale. It is a nice unit with AC supply built in.
It is on shock mount and has a military looking S-Meter added on the 
right side and looks professionally done. The receiver works very well
and looks very good. 
I would like $150.00 plus packing and shipping from 28462.

Thanks 
Tom K4JYH

------------------------------
Date: Thu, 16 Jul 1998 16:21:36 -0400 (EDT)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BAs in San Francisco
Message-Id: <Pine.GSO.3.96.980716161749.26979B-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

OK, so I did not get to go see Apex in Los Angeles (#%$@ job!). Thank you
all for the suggestions. 

It looks like I will have a bit of free time Friday afternoon/evening in
San Francisco, however, so...

Same question! Where are the cool BA places in the Bay area? Who wants to
show off their stuff?

William Donzelli
william@ans.net

------------------------------
Date: Thu, 16 Jul 1998 16:42:58 -0400 (EDT)
Message-Id: <199807162042.QAA05014@smtp13.bellglobal.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Andre Guibert <aguibert@sympatico.ca>
Subject: Hot Rod SCR522

         Bonjour to All
        I pray forgiveness for having helped change a priceless
        BA into a monster modified one.
        In my youthfull candor(66) I supplied what I thought to
        be a purist BA fellow collectioneer, the forbidden fruit
        of a mods manual for above.
        Andre
        PS Wish that I still had that Bren Gun Carrier with a 
        modified V8 flat head, done nearly 60 mph and turned
        chicken

------------------------------
From: N5CM@aol.com
Message-ID: <fec827be.35ae67b8@aol.com>
Date: Thu, 16 Jul 1998 16:51:03 EDT
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: TO-9 Keyer
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

Hi Gang -                (My first posting!).....

To the person inquiring about his newly acquired TO-9 Keyer -

The paddle has the equivalent of a single pole single throw switch
and a double pole single throw switch.

The double pole switch is critical in that both contacts must close
at exactly the same time. The manual cautions that this is a
factory adjustment!

This may be your trouble. Maybe you could connect up two separate
vom's or two light bulbs, one in series with each of the contacts and
by closing the switch slowly determine if they are both making contact
at the exact same time.

I do not have the manual but remember the above from the one i saw 
many years ago.

Just a thought. Good luck!     Ken.....

------------------------------
Message-ID: <35AE7467.346390B@ptld.uswest.net>
Date: Thu, 16 Jul 1998 14:45:11 -0700
From: John R Bookout K7JB <k7jb@uswest.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: SP-600-JX-17 HELP PLEASE!
Content-Type: multipart/alternative; boundary="------------0659B1111BF4ECB4425C3F46"


--------------0659B1111BF4ECB4425C3F46
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hi Gang:

MANUALS?
I just received my first Hammarlund SP-600-JX-17 receiver yesterday.  It
came with a manual which is entitled INSTRUCTION AND SERVICE, INCLUDING
schematic, but it doesn't appear to be very descriptive.  So I am
wondering if there are any better manuals available to aid in the
restoration of this SP-600-JX-17?

I NEED HELP
For the most part, I think that many of my following questions could be
answered by someone familiar with the SP-600-JX-17.  My standard of
comparison here is my R-390A which has prompted me to solicit help from
the group here.  Basically, the SP-600 appears to receive AM OK.  CW no!

Here are my observations:

S METER READS LOW:
1).    When comparing S meter readings while listening to the R-390A and
SP-600, the R-390A displays 60 dB of signal strength and the SP-600 way
under -6 dB!  Both signals appear to have about the same readability to
my ear.  Is this an S meter sensitivity adjustment or RF alignment
problem?

RF SENSITIVITY MEASUREMENT:
2).    While thinking about S meter readings above, what criteria should
I use to determine the SP-600's sensitivity while using an HP-606A
signal gen.  That is, how much signal should there be across the diode
load for a given _X_ micro Volts at the Ant terminals for each band?

CW - AVC PROBLEM?
3).    When activating the CW position with AVC turned on the meter
jumps up to display +5 dB and the SP-600 goes dead!   While still in CW
and  changing from AVC to MAN, the receiver recovers and I hear WWV OK
as long as the RF gain is on 9-10.  In addition, the BFO provides zero
beat whose frequency is adjustable by the BEAT OSC control.  Do I have
an AVC problem?

4).    Related to 3 above, When in AVC, the RF Gain control has no
effect at all over the received RF gain!  This is contrary to the way
the R-390A works.  Is this abnormal and if so any idea what's going on
here?

MAIN DIAL AND VERNIER DISPLAYED FREQUENCY IS OFF!
5).    When the main tuning dial is set to receive WWV @ 15 MHz "zero
beat", the main dial displays 15.200 MHz and the vernier displays 28.
What changes are required to make the main tuning and vernier dials read
correctly?  Is this a mechanical or electrical alignment issue?

Any constructive comments are most appreciated?

Thanks, John.

--
73's


John R Bookout

Amateur Radio K7JB
E-Mail: k7jb@ptld.uswest.net
Packet: K7JB @ K7JB.nwor.or.usa.na
R-390 4651
R-390A's:
EAC 1475
IMPERIAL 2168
SP-600-JX-17 20338

Submissions r-390@qth.net


--------------0659B1111BF4ECB4425C3F46
Content-Type: text/html; charset=us-ascii
Content-Transfer-Encoding: 7bit

<HTML>
Hi Gang:

<P><B>MANUALS?</B>
<BR>I just received my first Hammarlund SP-600-JX-17 receiver yesterday.&nbsp;
It came with a manual which is entitled INSTRUCTION AND SERVICE, INCLUDING
schematic, but it doesn't appear to be very descriptive.&nbsp; So I am
wondering if there are any better manuals available to aid in the restoration
of this SP-600-JX-17?

<P><B>I NEED HELP</B>
<BR>For the most part, I think that many of my following questions could
be answered by someone familiar with the SP-600-JX-17.&nbsp; My standard
of comparison here is my R-390A which has prompted me to solicit help from
the group here.&nbsp; Basically, the SP-600 appears to receive AM OK.&nbsp;
CW no!

<P>Here are my observations:

<P><B>S METER READS LOW:</B>
<BR>1).&nbsp;&nbsp;&nbsp; When comparing S meter readings while listening
to the R-390A and SP-600, the R-390A displays 60 dB of signal strength
and the SP-600 way under -6 dB!&nbsp; Both signals appear to have about
the same readability to my ear.&nbsp; Is this an S meter sensitivity adjustment
or RF alignment problem?

<P><B>RF SENSITIVITY MEASUREMENT:</B>
<BR>2).&nbsp;&nbsp;&nbsp; While thinking about S meter readings above,
what criteria should I use to determine the SP-600's sensitivity while
using an HP-606A signal gen.&nbsp; That is, how much signal should there
be across the diode load for a given _X_ micro Volts at the Ant terminals
for each band?

<P><B>CW - AVC PROBLEM?</B>
<BR>3).&nbsp;&nbsp;&nbsp; When activating the CW position with AVC turned
on the meter jumps up to display +5 dB and the SP-600 goes dead!&nbsp;&nbsp;
While still in CW and&nbsp; changing from AVC to MAN, the receiver recovers
and I hear WWV OK as long as the RF gain is on 9-10.&nbsp; In addition,
the BFO provides zero beat whose frequency is adjustable by the BEAT OSC
control.&nbsp; Do I have an AVC problem?

<P>4).&nbsp;&nbsp;&nbsp; Related to 3 above, When in AVC, the RF Gain control
has no effect at all over the received RF gain!&nbsp; This is contrary
to the way the R-390A works.&nbsp; Is this abnormal and if so any idea
what's going on here?

<P><B>MAIN DIAL AND VERNIER DISPLAYED FREQUENCY IS OFF!</B>
<BR>5).&nbsp;&nbsp;&nbsp; When the main tuning dial is set to receive WWV
@ 15 MHz "zero beat", the main dial displays 15.200 MHz and the vernier
displays 28.&nbsp; What changes are required to make the main tuning and
vernier dials read correctly?&nbsp; Is this a mechanical or electrical
alignment issue?

<P>Any constructive comments are most appreciated?

<P>Thanks, John.

<P>--
<BR>73's
<BR>&nbsp;

<P>John R Bookout

<P>Amateur Radio K7JB
<BR>E-Mail: k7jb@ptld.uswest.net
<BR>Packet: K7JB @ K7JB.nwor.or.usa.na
<BR>R-390 4651
<BR>R-390A's:
<BR>EAC 1475
<BR>IMPERIAL 2168
<BR>SP-600-JX-17 20338

<P>Submissions r-390@qth.net
<BR>&nbsp;</HTML>

--------------0659B1111BF4ECB4425C3F46--
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End of BOATANCHORS Digest 2131
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